M213278EN-A

Q U |C |.< G U | d e Vaisala Humidity and Temperature Probes XMP10

Wiring

M8-4M

Analog modes

1 . Brown
2 |: White
3 . Blue
4

. Black

Digital modes

1 Vin 5-28 V DC (Vgyt 0-1/ 0-2.5 V) 1 Vi, 5-28 V DC
Vin 8-28 V DC (Vou 0-5/1-5V)
2 Channel :RH/Td/ T 2 RS-485: D-
0-1/25/5V,1-5V
3 GND 3 GND
4 Channel 2:RH/Td/T 4 RS-485: D+
0-1/25/5V,1-5V
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Quick Guide M213278EN-A

Configuration code key

1 5
Code XMP10
Measurements J /L Output mode
A RH+T, +1.0% M Modbus RTU (Origo10)

—

R RH+T, +1.5%

B RH+T,+2.0%

C RH+T, 1.5 %, catalytic
| RH+T,:3.0%

T T,:0.1°C

Voltage output O-1V

Voltage output 0-2.5V

Voltage output 0-5V

Voltage output 1-5V

Scaling for 4-20 mA loop power converter
Vaisala serial line command interface

Vaisala VDIGI mode
(for HMT120/130, HM40)
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Configuration and calibration

Vaisala Indigo80
Handheld indicator

(i @
M8-4F to M12-5M
(262195SP)

Vaisala Insight
PC Software

M8-4F USB
(219690)

More information
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